
APPENDIX A 
 

TOWN OF BLUFF PUBLIC STREET DESIGN STANDARDS 

1. STREET TYPES 

A. Residential Streets – Streets which primary function is to provide access to 
individual lots within the subdivision. This would include all streets except the ones 
designated as Collector Streets. 

B. Collector Streets – The main streets in the subdivision. This would usually be the 
street that enters or exits the subdivision which serves as a collector of all the 
residential streets. 

2. STREET WIDTHS 

A. Unless deemed otherwise by the Town of Bluff Roads Department, residential 
streets shall have a minimum right of way of sixty feet (60’). The minimum 
surface width for gravel shall be twenty-six feet (26’). The minimum surface 
width for pavement shall be twenty-four feet (24’). 

B. Collector streets shall have a minimum right of way of sixty feet (60’). The 
minimum width for gravel shall be thirty-two feet (32’). The minimum 
surface width for pavement shall be thirty feet (30’). 

3. STREET DESIGN STANDARDS 

A. Before any street is accepted by the Town of Bluff for maintenance, the street must 
be constructed to the width requirement. A minimum of nine inch (9”) compacted 
depth of base material must be placed on the street. Of this base material, the surface 
must consist of a minimum of three inches (3”) of one inch (1”) or three quarter 
inch (¾”) crushed gravel. This material must be accepted by the Town of Bluff 
Roads Department and if deemed necessary, testing of the material and compaction 
may be required by the engineer. If such testing is required, this shall be done at the 
expense of the subdivider. 

 
B. Asphalt Surfaces – If the street is constructed to an asphalt surface, the surface 

depth must be a minimum of three inches (3”) to be accepted for maintenance 
by Town of Bluff. Asphalt and compaction must be accepted by the Town of 
Bluff Roads Department and, if deemed necessary, testing of the material and 
compaction may be required by the engineer. If such testing is required, this 
shall be done at the expense of the subdivider. 

 
C. Unless deemed otherwise by the Town of Bluff Roads Department, the 

minimum grade for all streets shall be onehalf percent (0.5%). The maximum 
grade allowed for residential streets is eight percent (8%) and for collector 
streets is six percent (6%). Where the observance of this requirement is 
unfeasible, an exception may be granted. Streets should be leveled, when 



possible, to a grade of less than four percent (4%) for a distance of at least 
sixty feet (60’) approaching all intersections. 

 
D. Whenever possible, streets shall intersect at right angles. When streets meet at 

acute angles, a reasonable radius will be required. 

E. Dead end streets will have a turnaround (cul-de-sac) with a minimum radius of 
sixty feet (60’). Dead end streets should not exceed five hundred feet (500’) in 
length if possible. 

F. No more than four (4) streets shall enter an intersection. 

G. Vertical curves shall be used at all changes of grade exceeding one percent (1%). 
Horizontal curves shall be required if street lines deflect more than five degrees 
(5º). The minimum centerline radius for residential streets shall be one hundred 
fifty feet (150’). Collector streets shall be three hundred feet (300’). 

H. Curb and gutter – The minimum widths of streets which have curb and gutter 
shall be sixty feet (60’) on residential streets and sixty feet (60’) for collector 
streets. All measurements are from the back of the curb to the back of the curb. 

I. Cattle guards – Any cattle guards required or installed, shall be of a width and 
construction approved by the Town of Bluff Roads Department. 

J. Signs – The sub divider shall provide and install any required signs on roads or 
streets as required by the Manual of Uniform Traffic Control Devices, Utah 
Department of Transportation, and/or by the Town of Bluff Roads Department. 

K. Gates – No gates, whether locked or unlocked, shall be allowed on any roads or 
streets accepted by the Town. 

 
L. Public Streets – All roads or streets accepted by the Town are considered public 

roads and access by the public cannot be limited by the subdivider or future 
owners of any of the lots within the subdivision. 

 
M. Drainage/Curb and Gutter  In the absence of curb and gutter, the subdivider shall 

provide a street drainage plan detailing potential impacts to town roads and streets. 
The subdivider shall be required to provide and install culverts or other drainage 
structures as required by the town. 

N. New Streets  When a subdivision is considered to be high density, Town of Bluff 
may require the subdivider to pave the road with a minimum of a two lift armor 
coat consisting of one lift using a threequarter inch (¾”) dirty gravel chip and the 
second lift using a onehalf inch (½”) clean gravel chip; or as determined by the 
Town a compacted asphalt mat consisting of a minimum two inch (2”) depth when 
fully compacted may be required. 

O. Existing Streets  Town of Bluff may consider on a case-by-case basis the upgrading 



of officially accepted roads that meet Town of Bluff standards in high density 
subdivisions with at least ten (10) or more lots, or when conditions in the subdivision 
may cause safety or health related issues. 

4. EASEMENTS 

A. Easements for utilities such as poles, wires, conduits, gas lines, water lines, etc. 
shall be located at the rear of all lots whenever possible. The width shall be a 
minimum of fifteen feet (15’), which can be divided between adjoining lots. 

B. If front line easements are required, a minimum of fifteen feet (15’) shall be 
allocated. All easements shall be designed so as to provide efficient installation of 
utilities. 

C. If front line easements are required and are within the rightofway of any road or 
street  sufficient and proper compaction of any underground lines shall be required. 
Testing of compaction shall be at the expense of the subdivider. 

D. All utilities shall be provided in compliance with all of the required building 
codes covering such installation. 


